


Termination & part numbers

m 1. +tab (radial tab on positive terminal):
4142070403

m 2. C tab (radial tabs on positive & -
negative terminals): 4142070203

m 3. Z tab (radial tabs on positive &
negative terminals): 4142070703

m 4. +/- end caps (incl. PTC): 4142077103

m Other configuration available on request

Mid-discharge voltage vs. current at various temperatures

Cell voltage [V]

1. . ® 2. ® 2
8 3
S N
E E W -30°C M - 15°C W +23°C W +40°C
5 =
oy o 1.5
g & 0 05 1 15 2
€] B S} .
L S ES Discharge current [A]
+
S5 £f
g
eg s

1.03

3mm
}7 0.12"

max. 26.2

.

15+2 mm

-
N
S

0.59”+0.08”"|;

w
®
|
~
@®

Discharge curves at 200 mA at various temperatures

Bi5)

max. 51.6 mm/2.03
max. 52.5 mm/2.07"

0]

0.59" +0.08"

\
\__

max. 26.2 mm
]’}w\;‘
15+2 mm
3mm
0.12 t

max. 26.2 mm
r 1.03” «‘
Cell voltage [V]

M -30°C | -15°C W +23°C W +60°C

Sforage 0 1 2 3 4 5

m The storage area should be clean, cool Discharge capacity [Ah]
(preferably not exceeding + 30°C), dry
and ventilated.

Warning
m Fire, explosion and burn hazard. Capacity vs. current at various temperatures
m Do not recharge, short circuit, crush,

disassemble, heat above + 100°C [+ 212°F), ’

incinerate, or expose contents to water. 6

m Do not solder directly to the cell (use
tabbed cell versions instead).
m Do not obstruct venting mechanism.
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